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NORMAL OPERATING PARAMETERS UNIT CONFIGURATION
Operating Water Temperature °F Pump Type

Fluid Type Pump Model
Environment Pump Serial #

Minimum Suction Pressure ft Arrangement
Minimum Suction Pressure psi Mounting Base/Frm

Flow Rate gpm Impeller Size 7.625 Inches
Discharge Pressure ft Casing Material 316 SST Seal
Discharge Pressure psi Impeller Material 316 SST Mech

POWER REQUIREMENTS FLOW RANGE
GENERAL POWER VAC PH HZ Amps Src Min Disch Flow 40 gpm

High Voltage 480 3 60 80 Ext Press Min Disch Flow 274 ft  psi 118.6
Control Voltage n/a Max Disch Flow 155 gpm

PUMPS & MOTORS Press Max Disch Flow 225 ft  psi 97.4
VAC PH HZ HP Amps Design Flow 130 gpm
480 3 60 20 27 Design Press 235 ft  psi 101.7
480 3 60 20 27 Motor RPM 3500

CONTROLS PHYSICAL SPECIFICATIONS
VFD Length 72 inches

Enclosures Width 48 inches
I/O Type Height 72 inches

Motor Starter Weight (shipping) 800 lbs.
Safety Disconnect
Pmp Ctrl Method

AVAILABLE DOCUMENTATION
AVAIL AVAIL
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EQUIPMENT DATA SHEET PUMP

Description 130-260 GPM Dual Pump Skid PUM2980180R

Owner Mfg. Yr. EQUIPMENT TYPE OEM

Motor Manuf Desc.

(2) XXXX TEFC, 3537 
RPM, Model XXXX

Water 3196
Indoor

3 Single Stage Horizontal

Watersurplus 2015 Pump Skid Watersurplus

70 1 x 1.5-8 Centrifugal

(2) 20hp-ABB AC310-34A1-4+J400
(2) NEMA 3R - Fan Cooled

n/a
VFD

Rotary Style / Separate Fusing
VFD

1.3
130 / 260

235
101.7

Major Component List - MC List Operations/Maintenance Manuals

Description Description
Process & Instrumentation Diagram - P&ID Electrical Schematics

Piping layout/General Arrangement Program Logic
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Inlet
Outlet

Additional Outlet
Relief Valve Drain

 

PROCESS CONNECTIONS (SIZES & LOCATION SYMBOLS)
Size & Type Location Symbol

3" ANSI 150 PVC FLANGED Bottom Right
3" ANSI 150 PVC FLANGED Top Left
2" ANSI 150 PVC FLANGED Top Right
3" Male Camlock Coupling Bottom Center
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MISCELLANEOUS INFORMATION

Ind. Sw. Xmtr
X

Size

Size

3"

2"

.25"

Size
3"
3"
3"

Dual pump skid with VFD controls. Each pump can be run either together or one on, one off mode. Separate
independent VFD's allows the user to use either or both pumps. VFD control cabinet is fan cooled to allow for 
heat dissipation. Manual isolation valves are provided to isolation the pump skid for maintenance or to isolate one
pump from the other. Built in pressure relief valves provide protection from over pressure due to the discharge shut

MAJOR COMPONENTS
Instruments Manufacturer Description
Pressure Indicator Wika 2.5" Dial, 0.160 psi scale, 316 Wetted Parts, LF

off or dead head conditions. Standard ANSI class 150 flanged connections are provided for the inlet and outlet. One
common 3" Camlock connection is provided for the pressure relief outlet which needs to go to open drain.

VFD AC310 ABB
20 Hp VFD Mounted Inside a NEMA 3R Fan Cooled 

Cabinet with Face Mounted HIM Module

Controls Type Manufacturer Description

Relief Angled Relief Plast-O-Matic

Angled PVC Pressure Relief Valve, 2" NPT 
Connections, Set Pressure 90 psig, Model RVT200V-

PV

Sample Ball ?
Two Piece, 316 SST Body & Ball, .25" NPT 

Connections, Manual Lever Handle

Valves Type Manufacturer Description

Isolation Butterfly Bray
CI Lugged Body, 316 SST Disc, EPDM Seat,  Manual 

Hand Lever Operator

Piping Material Manufacturer Description

Relief Valve Drain PVC Watersurplus Sch 80 PVC Pipe & Fittings

Inlet PVC Watersurplus Sch 80 PVC Pipe & Fittings
Outlet PVC Watersurplus Sch 80 PVC Pipe & Fittings


